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FULL-SCALE WIND-TUNNEL AND FLIGHT TESTS
OF A FAIRCHILD 23 AIRPLANE EQUIPPED WITH A FOWLER FLAP

By C. H, Dearborn and H. A, Souléd
SUMMARY

Full-scale wind-tunnel and flight tests were made of
a Fairchild 22 airplane equipped with a Fowler fla@ %o de-
termine the effect of the flap on the performance and con=
trol characteristics of the airplane. In the wind- tunnel
tests of the airplane with the horizontal tail surfaces
removed, the flap was found to fincrease the maximum 1ift
coefficient from 1.27 to 2.41. In the flight tests, the
flap was found to decrease the minimum speed from 58.8 to
44.4 miles per hour. The required take-off run to attain
an altitude of 50 feset was reduced from 935 feet to 700
feet by the use of the flap, the minimum distance being
obtained with five-sixths full deflection. The landing
run from a height of 50 feet was reduced one-third. Ths
longitudinal and directional control was adversely affect-
ed by the flap, indicating that the design of the tail
surfaces is more critical with a flapped than a plain wing.

INTRODUGCTION

At the request of ths Bureaun of Aeronautics, Navy
Department, the Committee 1s conducting a series of tests
of different types of flapped wings on a Fairchild 22 air-
Plane. The tests consist of the measurement of the pri-
mary serodynamic characteristics of the airplane with sach
type of flap in the full-scale wind tunnel and of the
measurement of control and other characteristics, not
readily determined in the tunnel, in flight. The tests
of the Fowler wing, the first of the series, have been
completed and are herein reported.

The Fowler wing has a variable area and camber, and
consiste of two separate airfoils of different chords,

The larger airfoil is the basic wing and the smaller onse
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is the Fowler flap, which in its retracted position fite
into a recess in the lower surface of the baslic wing at
its trailing edge. The flap is operated by moving it
downward and to the rear along a cirecular arc, thereby -
increasing both the chord and camber of the wing combina-
tion. In the extended position the flap is situated with
its leading edge approximately under the tralling edge of
the basic wing and with its chord line 29° relative to

the chord line of the basic wing, .The flap is a slight
distance below the trailing edge of the basic wine so that
a slot is formed ‘between the main wing and the nose of the
flﬂ.pa

The area of the Fowler wing used in the tests was 23
percen® smaller than that of the standard wing for the
airplane; a comparison has therefore been made of the test
data with corresponding data for a wing of standard area,
in addition to the comparison made between the character-
iatics of the Fowler wing 1tself with the flap retracted
and extended, An analysis has also been made and included
of the gliding and power-on performance of the airplane
based ¢n the full-scale-tunnel data.

~AIRPLANE

1l—-——— . : - . - -
- - B . - - . - - . - - - - T

The Fairchild 22 airplane is a small, externally
braced, .parasol monoplane. (See fig. 1.) It is normally
equipped with a rectangular wing with rounded tlps having
a span of 32 feet 10 inches, a chord of 5 feet 6 inches,
and an N-22 airfoil secgtion. The area of this wing ise 171
square feet and its weight approximately 200 pounds. Lat-
eral control is provided by conventional ailerons of 12-
inch (18.2 percent o) chord, extending across practically
the antire trailing edge of the wing (83 percent b)

The Fowler wing has a span of 31 feet, a basic chord
of 4 feet 4 inches, and an area of 132 square feet, 77
percent that of the standard wing. The section of the
basic wing is the N.A.C.A, 2415 and of the flap, the
N.A.C.A, 2412, The flap (fig. 2) has a chord of 15-1/2
inches (30 percent ¢) and a span of 22 feet 1/2 inch (71
percent b). It is operated by means of a crank mounted
on the left side of the fuselage, six turns of the crank
being roguired to deflect the flap to its full extent,
32,29 from the retractsd position or 299 relative to the
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wing chord, The relation of the factors defining the flap
position to the turns of the crank is given in figure 3.
The trailing edge of the wing outboard of the flap is_ fit-
ted with balanced allerons having chorde of 15 inches (29
percent ¢) (fig. 4). The ailerons are rigged up 5° when
in neutral and are operated differentlially as shOWn in
figure 5.

Despite 1ts smaller basic area, the Fowler wing and
flap operating mechanism welgh approximately 300 pounds,
or 50 percent more than the standard wing. It was in-
stalled on the airplane with an angls of wing setting of
5° g0 that with the flap retracted the fuselags would be
at the same attitude at zero wing 1ift as when equipped
with the standard wing. The installation is shown ?n the
three-view drawing (fig. 1) and the photographs (figs. &
and 7). Dimensions and data of the airplane pertinent to
the tests are given in figure 1 and table I. )

WIND-TUNNEL TESTS

Test Conditions

"AllL wind-tunnel tests were made with the horizontal
tail surfaces and the propeller removed from the sirplane
(fig. 8). Tests were first conducted to determine the
asrodynamic characteristics of the airplane for five flap
positions, including the fully retracted and extended po-
sitions. These tests were made at a tunnel air spéed of
approximately 58 miles per hour and covered an angle-of-
attack range from ~14° to 20°, Tgsts were then made to
determine the scale effect on the maxXimum 1ift coefficient
for the fully retracted and fully éxtended positions of
the flap over a speed range from 30 to 70 miles per hour,
The scale offect on the minimum drag coefficient for the
flap-retracted condition was investigated over a speed
range from 30 to 120 miles per hour, - Rolling moments were
measured at several angles of attack to determine the rel-
ative effectiveness of the allerons with the flap in its
two extreme posltions.

Results and Discussion
The results herein presented have besen corrected for

tunnel effects, and all coefficients are based on the
basic-wing dimensions. The center-of-gravity position
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used in the computation of moment coefficients is the same
as that used in previous investigations of high-1ift de-
vices on the Fairchild 22 airplane; namely, 5/8 inch below
the thrust axis and 14-1/2 inches aft the 1ead1nq edge of
the wing. . . . i -

The aerodynamic characteristice of the airplane for
five flap positions are presented in figures 9(a) to (e).
Thesge figures show that, as the flap displacement is in-
creased, the angles of gzero 1lift occur at increasingly
larger negative angles, the slope of the 1ift curve in-~
creases (probably owing to the fact that the increase in
wing area was not considered in the computatlion of the
coeffisnients), the angles of maximum 1lift remain nearly
constant, and the pitching-moment coefficients show large
increases. The maximum value of the lift-drag ratio (fig.
10) decresases gradually with increasing flap displacements
and the rate of increase in the maximum 1ift coefficient
ig groeatest for the large flap displacements. For ths
full displacement of the flap a maximum 1ift coefflcient
of 2.4l was obtained, which is an increase of 90 percent
over the maximum 1ift coefficient of 1.287 obtained with
the flap fully retracted.

The scale effect on the maximum 1ift coefficient for
the retracted and extended positions of the flap, and the
scale ¢ffect on the minimum drag coefficient wlth the flap
retracted are given in figures 1l and 12, respectively.
The scale effect on the maximum 1ift coefficient i1s less
with the flap fully extended than retracted, The scalse
effect on the minimem drag cosfficient with the flap re-
tracted is pronounced in the lower range of Reynolds Num-
bere but, in the higher range, the drag coefficient ap-
proachas a constant value, o L.

Rolling- and yawing-moment coefficients for de¢flec-
t4ons ¢f the allerons with the flap retracted are glven 1in
figure 13, Similar results for the flap fully extended
are shown 1n figure {4. During the tests the differential
movement of the ailerons was Influenced to some extont by
slack in the control system that could not be readily
eliminated. The approximate relative movement of ths
ailerons, as observed during the tests, is shown in figure
5. :

- Performance Computations_

e

In order to reduce ‘the number of flight tests re-
quired, the effect of the Fowler flap on the performance

-
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of the airplane was determinsd by computations made on

the basis of the full-scale-tunnel data for & test veloci-
ty of 58 miles per hour., It should be appreciated, how-
ever, that while the comparisons made on the basgis of:
these data show the manner in which the performance is af-
foected by the use of flaps, in no case do the figures rep-
resent the true performance of the airplane because, in
particular, the horizontal tail surfaces were not in place
during the tunnel tests, the horsepower-available curve
used is only approximate, and the effect of veloclty on
the 1ift and drag coefficients (shown by figs. 11 and 12)
was not cdonsidered.

The Fowler wing furnished for the tests was made
smaller than the standard wing presumably in an attempt
to improve the all-round performance of the airplane in-
stead of simply %o decrease the landing spsed. For thig
reason it was desirable to compare the performance for
the Fowler installation with that for the standard wing.
Unfortunately, the etandard wing was never tested in the
full-scale tunnel undsr the same conditions as was the
Fowler wing and consequently an N.A.C.A. CYH wing, having
the same aresa and approximately the same 1ift and drag
characteristics (reference 1) as the standard wing, was
arbitrarily chosen for the comparison.

Computed gliding charscteristics.- Gliding character-
istics of the airplane with each of the two wings are
gshown by the velocity diagrams of figure 15, This figure
is based on the gross welght of 1,600 pounds.- - The dispos-
able loads with the two wings are different by an amount
equal to the difference in the wing weights, With the
N.A.C.A. CYH wing, the minimum gliding speed is 50.6 miles
per hour; with the Fowler wing with flap retracted, it 1s
60,7. Of thisg incresase, 7 miles per hour may be attribuﬁé
ed to the difference in wing ares and only 3.1 miles per
hour to the difference in the maximum 1ift coefficilents.
The Fowler wing with the flap fully extended gives a mini-
mum speed of 44 miles per hour, a decrease of 6.6 miles
rer hour over that of the N.A.C A. CYH, If equal dispos-
able loads are assumed and the gross weight with the
N.A.C.A. CYH wing 1is taken as 1,500 pounds, the minimum
speed with this wing would be 49 miles per hour, which is
still 5 miles per hour greater than that obtained with the
quler wing. '

The maximum L/D ratio for the alrplane is slightly
higher with the N.A.C.A. CYH wing than with the Fowler

.



6 N.A.C.A., Technical Note No. 578

wing, and the minimum gliding angle correspondingly less,
being £.4° as opposed to 5.6°, With the Fowler wing, how-
ever, the gliding angle may be varied from 5.6° at marximum
L/D ratio to 9.6° at maximum 11ft, whersas with the
N.A.C.A. CYH wing the possible variation is only from 5.4°
to 7.49, The horiszontal distance that must be traveled
in descending 100 feet in altitude may be varied with the
FPowler wing from 591 to 1,020 feet, and with the N.A.C.A.
CYH wing from 770 to 1,058 feet, a factor of c¢onsiderable
importance in the case of forced landings resulting from
engine fallure. The giiding angles are, of courss, inde-
pendent -of weight and therefore the difference in the wing
welghts nesd not be considered in this connection,
Computed power-on gharacteristics.- Figure 16 gives
the power~reguired curves for the N.A.C.A. CYH and the
Fowler wings, from which a comparison may be made of the
high-speed and climbing characteristics of the airplane
with the two wings. The power curves, like the vslocity
dlagrams, are computed on the basis of egual gross weight,
Because . of the reduction of wing area, the Fowler wing
glves a high speed of 113.7 miles per hour as opposed to
the 110.1 miles per hour obtained with the N.A.C.A, CYH
wing. The ratic of high speed to the low speed in gliding
flight (fig, 15) gives a speed range of 2.6 for the Fowler
wing, whereas for the N.A.C.A., CYH wing the speed range ig
2.2, On the basis of equal disposable loads, the airplanae
with the N.A,.C.A. CYH wing has a speed range of 2.25.

Although the reduced area of the Fowler wing is bene-
ficial in thaet it permits a higher speed for the same
power, the climbing characteristics of the airplane are
adversely affected by it. The maximum rate of climb with
this wing is 571 feet per minute and the maximum angle of
climb is8 65.2°, while even with equal gross weight the max-
imum rate of c¢limb of the N.A.C.A. CYH wing is 594 feet
Per minute and the angle 5.8%°, With the disposable load
reduced to that of the airplane with the Fowler wing, the
maximum rate of climb with the N.A.C.A. CYH wing is 663
feet per minute and the meximum angle 6.70,

The reduction in the rate and angle of climb with
the Fowler wing for & given gross weight results from the
higher angles of attack resquired for a given speed because
of the smaller wing arsa. The minimum parasite-drag area
(fig. 17) is obtained at an angle of attack of the fuse-
lage of 1°, In the reglon of angles of attack correspond-
Ing to the climbing speeds, the parasito-drag area increases

il
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with angle of attack to such an extent that, despite the
smaller profile drag,” the total drag with the Fowler wing
2% a given speed is greater than that with the plain wing.
For example, with the N.A.C.A. CYH wing, maximum rate of
¢linmd occurs at a speed corresponding to a 1ift coeffi-
clent of 0.73 and an angle of attack of 3,49, 7For the
same gross weight and at the same speed the Fowler wing
requires a 1ift coefficient of 0.96 and an angle of at-
tack of 6.8°, ©Not only is the induced drag for the Fowler
wing greater than that for the N.A.C.A. CYH wing but the
parasite-drag areas (fig. 17) corresponding to the two
conditions are 7.10 and 7.35 square feet, respectively,

It does not follow from the previously noted effects
of the changes in wling weight and area that similar
changes in a high-performance airplans would have equal
relative importance. The increass in power reguired
caused by such changes is primarily dependent on the geo-
metric arrangement and wing loading of the airplane but
is independent of the power available. Thus, for an air-
plane having a large amount of excess power, the percent-
age reduction for similar changes in the w1ng area woul&
be small,

The Fowler flap, during its initial travel, moves
almost straight aft from the basic wing, consequantly in-
creasing the effective area without greatly changing the
camber. JFrom the previous observations on the effect of
changing the wing area, it will be appreciated that with
this particular flap there is a possibility that the
climbing characteristics will be slightly better with
the flap partly extended than with it fully retracted.
This possibility has been investigated and figure 18 has
been prepared to show the horsepower required for various
flap positions, The envelope curve represents the minimum
Power required for any flap setting. The figure shows
that the angle of climb is greatest with the flap partily
extended but that the rate of climb is best with the flap
retracted. Additional computations have shown that a
slightly higher celling is also attained with partial flap
deflection.

CONCLUSIONS

1. The Fowler flap increased the maximum 1ift coeffi-
cient of the Fairchild 22 airplans from 1.27 to 2.41.
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~The angle of attack for maximim 1ift wase noi_ap-'
preciably changed but the angle for zero 1ift was decreassd
by the Fowler_flap.
3. The Fowler flap produced a large incrsase in the
diving moment of the wing.

4., The 50 percent increase in weight of the Fowler
‘wing over the standard wing counteracted to some extens
the effect of the increased lift coefficient obtained with
the Fowler wing.

5. The range of gilding angles in the slow apeed
range was doubled by use of the Fowler flap as compared
with the standard wing.

64— The decreased area of the Fowler wing. although
of advantage in increasing the high speed of the airplans,
adversely affected the climwng performance.

7. Greator values of angle of climb and ceiling wore
shown by the computations to be possible with the Fowler
flap partly extended than with it fully retracted.

FLIGHT TESTS

Method

The flight tests consisted of measurements to show
the effect of the flap on the low speed of the airplans,
the climbing characteristics, the take-off and landing
run, the longitudinal stability, and the rudder effective-
ness. The low speed was measured by means of an atr-speed
recorder, which had been previously calibrated against a
suspended pitot-static Head. The take-off and landing
runs were measured by means of a method described in ref-
erence 2 involving the use of a phototheodolite. The ef-
fect of the flap on the longitudinal stability ani control
characteristics was determined by measurement of the ele-
vator control force and the elevator position throughout
the speed range with the flap both retracted and extendod.
The effect of the flap on the rudder control was found by
recording the position of the rudder for steady flight
with power both on and off., A spring balance attached to
the flap opsrating crank was used to measurs the flap op-

'+
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erating force. The weights for the various flight tests
have been noted in the discussion. Ths center-of-gravity
position for the flight tests was as indicated in tadle I.

Results and Discussion

Minimum speed.- As previously mentloned, the discus-
sion of the performance characteristics of the airplane
is based on the full-scale-tunnsel tests of the airplane
with the horizontal tall surfaces removed. Although these
data are satisfactory for the purpose of the comparisons
made, it was thought desirable to obtain the actual low
speeds and maximum 1ift coefficients of the airplane for
the two extreme flap positions in flight. Results of the
flight tests are given in the following table,

- Fowler Wing

Propeller stopped in vartiéai prosition. Weight 1,574 10,

Flap retracted Flap extended

Voin CL e x Vmin © CLpgax
m.,p.h, ‘ m.p.h.

58.8 . 1.35 44,4 ' 2.37

The maximum 1ift coefficient obtained in fiight with the
standard Fairchild 22 wing is the same as that for the
flap-up condition but, becaunse of the larger area, the
low speed was 51,5 miles per hour for the same weight,

A conmparison of the maximum 11ft coefficients ob-
tained in flight with those obtained in the full-scale _
wind tunnel shows an appreciable discrepancy. The tunnel
tests were made without the horizontal tail surface in
rlace, In flight there is an appreciable reduction in
the effective 1ift coefficient of the wing owing to the
down load on the tall required to balance the wing pitch-
ing moment.  The approximate magnitude of this reduction
in 1ift coefficient has been determined on the basis of
the pitching moments determined in the full-scals wind
tunnel. A comparison of the flight and tunnsl values
folliows: : :
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. - R

'Maximuﬁ lift_coefficient

Flap Flap
retracted extended
L]
Flightn « o 0 « e . . . . . . . . ln35 2.37
Full-scale tunnel no horizontal
: " tail surfaces,  1.27 C 2.41
tail correction - —
" applied. . . . 1.25 2.25

The %tunnel values after correction for the tail load
appear to be about 0.1 less than the flight values for
either flap position, The reason for this discrepancy 1is
being Investigated.

The previously discussed values of CLmaz were ob-

tained with the front windshield in placs, whereas the F-22
airplane is normally operated in flight tests without 1%,
It is of interest to note that without the windehield the
maximum 1ift coefficients obtalned in flight were l.44 with
flap retracted and 2.46 with flap extended. Thus, the
windshield reduced the maximum 1lift coefficlent 0.09 for
either flap position. Another interesting point relating
to the minimum speed is that with full throttle the mini-
mum speed was reduced 5 miles per hour below that obtained
with propeller idling or locked.

Ciimbing chapracteristics.~ The rate of climb of the
airplane at 2,000 feet altitude was measured at various
spesds for several flap deflections in order to check the
conclusion that the angle of climd would probably be bet-
ter with the flap partly extended than withit fully re-
tracted., The results of the test are given in figure 19,
As the precision of the rate-of-climb measurements depends
on the condtancy of the engine performance and the con-
stancy of the wind gradient with altitude and as the tests
extended over several days, too much credit should not be
given to the 5 percent increase in the rate of climb with
flap extended 2—1/4 turns of the crank over that with the
flap closed. The data, however, are sufficiently precise
to show that the maximum rate of ¢limb with the flap ex-
tendad 2-1/4 turns is at least as great as with the flap
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closed and, as the maximum rate of climb occurs at a lower
speod with thes flap extended 2-1/4 turns, the angle of
climb for this flap setting is better thanh with the flap
closed.

Take—off charascteristics.~ The effect of flap posi-
tion on the take-off run of the alirplane is shown in figure
20. The distance requirsed %to clear a 50-foot obstacle is
given in addition to the distance required to leave the
ground., The take-offs are comparable. The procedure was
to determine in flight the r eadings of the pillotls air-
spoed meter at the stall with full throttle for each flap
position. In the acitual take-off runs the tail skid was
lifted off the ground as soon as the aerodynamic forces
were sufficient to do so, the fuselage was held approxi-=-
mately.horizontal during the accelerating run, and the
airplane was pulled off ths ground at a speed of 2 to 3
miles per hour in excess of the stalling speed. During
the c¢limb of 50 feet the spesd was maintained constant at
the spesd for the take-off.

The results show that no great gain in the take-off
run wasg obtained until the flaps were extended about three
turns of the crank. From the third to the fourth turn of
the crank there was a considerable reduction in the re-
quired take-off distance. The minimum take-off distance
required to clear 50 feet was obtained with the flap ex-
tended four to six turns. The variation of flap position
between these limits produced very littls effect. In this
connection it should bPe noted that some difficulty was me?
in maintaining straight flight at low speed with the flap
fully extended because of the ineffectiveness of the
rudder, as will be explained later, and there is a possi-
bility that the take-off run might have been shortest with
flap fully extended but for this difficulty. The prin-
cipal galn was in the ground run, which was reduced from
490 %o 315 feet, or 175 feet; whereas the total run was
decreased from 935 to 700 feegt, or 235 feet. Thus the
air run was reduced 60 feet, or appro xmately one-third
of the reduction gained in the ground run.

Landing characteristics.~- In the landing tests of
the Fowler wing, only the normal braked landing was con-
sidered; that is, the type of landing the pilot would
normally make after becoming familiar with the handling
characteristics of the airplane. 1In addition to the
ground run, the distance required to land from 50-foot



4l

12 N.A.C.A, Technical Note No. 578
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altitude was measuired, The results of the tests are given

in figure 21, which shows that the total landing run. from

a height of 50 feet can be reduced about one-~third by use -
of the flaps. Of interest is the reduction of air run of
50 percent obtained because of the steeper glide angle
with the flap extended.

o

Comparative data for normal 1and1ngs of the airplane
with the standard wing are given in figure 22. The land-
ings were made with a weight of 1,450 pounds and into a
wind of 8 to 10 miles per hour, about twice the wind ve-
locity encountered during the tests of the Fowler wing,
The difference in weight is approximately equal to the
difference in wing weight, Tho increased wind accounts
for a shortening of the total run of adbout 100 feet and
ground run of 50 feet. Application of these corresctions
indicates that, for the same wind conditions, normal land-
ings with the standard wing reguire about the samoe dis-
tance as with the Fowlor wing with flap retracted. The
ground run is slightly shorter becauseo of ‘the lower spoecd
at contact dbut is compensated for by the increoase of the
ilength of the approach

irf®

Longi udingl control characteg; tics.- The effect of
the Fowler flap on the longitudinal-control characteris-

tics of the airplane is illustrated by curves of elevator
angle and elevator control force for the standard tail
surfaces in figure 23. With the flap retracted the vari-
ation of eslevator angles and stick forces is normal. Theo
elavator is moved progressively, trailing edge down, to
increase the speed, and a progressively increasing push on
the stick is reguired to accomplish this elevator move-
ment, -With the flap extended the elsvator must be moved
downward to increase the speed up to 70 miles per hour.
Above .this speed, however, the airplane is statically un-
stable. In order to increase the speed above 70 miles per
hour, the elevator muet first be further depressod and,
after the desired speed change is obtained, the elevator
must be brought up to a position above that required to
maintain 70 miles per hour, This instabillty Indicates
the need of greater tall area for the flap-extended con-
dltion . - SRR R T '::"*@1*3& Some T Feed

The curve of stick force for the flap down condition
also shows a reversal of slope. In this case, however,
the change of slope occurs at 59 miles per hour instead
of at 70 miles per hour. The reversal of stick force may
be expechted with static instability, or above 70 miles

M

L
1)
5
b



N.A.C.A, Technical Note.No, 578 13

per hour. The portion of the stick force curve between

59 and 70 miles per hour is of interest as an example of

a type of instabillity noted on the airplane with varlous
types of flap. With the normal wing or with the flap re-
tracted, the tail areas depends primarily on the rate of
change of wing pltching moment with angle of attack., The
actual magnitude of the moment is usually small. With

the flap extended, the wing pitching moment 1ls greatly in-
.creased, although its varlatlion with angle of attack may
be practically unchanged. Consequently, for stick-free
stability, the magnitudse of the tail moment that can be
obtained with a given tail area becomes of considerabdble
importance. For example, the minimum pitching-moment co-
efficient for the airplane without the tail and with the
flap extended, as given by the full-scale-tunnel data, is
«0,316., If it is assumed that the tail moment is generat—
ed solely by the tail 1lift and the ratio of velocity at
the tail to the velocity of the airplane is 1.0, the neg-
ative tail 1ift cosefficient required for balance would bve
0.511. The -tests reported in reference 3 indicate that
with the elevator free the maximum 1ift coefficient of a
tail surface is of the order of 0.5. This value will vary,
of course, with the tall shape and seetion, the interfer-
ence effects, and the welght of the elevator but it is in-
dicative of the conditions for the Fowler wing. On this
basis, no matter what stadbilizer setting was used, no
stick-free balance speed should be expected with the flap
extended. Actually, because of the difference between the
true and assumed conditions, a balance spesd of 59 miles
per hour occurred. Both types of instadility were elimin-
ated by increasing the stabilizer area so as to increass
the horigontal tail arses from 26.2 to 37.4 square feet, or
43 percent.

Lateral~control characteristics.- The pllots consid- .
sred the sffectlveness of the Fowler ailerons to be slight-
ly greater than that of the standard allerons for the air-
plane, The difference in the rolling-moment coefficient
between the flap-retracted and flap-sxtended conditions
noted in the tunnel tests was not discernible in flight,.
The handling characteristics at the stall, however, were
better with the flap retracted than with 1t extended or
with the standard wing, probably becaunse of the higher
speed. The stick forces were satisfactory throughout the
entire flying range but tended to increase with' increasing
eir speed a greater amount than with the standard ailerons.

Directional-control charscteristics.- The adverse ef-
fects of the flap on the rudder are illustrated by figure
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24, The loss of rudder effectiveness was first noted in
connection with the taks-~off tests when it was found that
with flaps fully extended, full left rudder was required
at take~off to prevent the airplane from turning to the
right. The figure gives the rudder angles requirod for
straightaway flight at various speeds. The curves have
been corrected on the assumption that, were the airplane
perfectly rigged, the rudder angle would be zero for the
half-throttle condition. The loss of rudder effectiveness
is shown by the greater amount of rudder that must be
carriel for the same speed and power conditions with flaps
extendesd. ZEven for the conditlion assumed, three-quarters
of the full rudder travel would be required for the take-
off with the flap fully extended, This condition 1e not
confined to the Fowler flap but is given here as an 1llus-
tration of the general effect of flaps on the rudder con-
trol, indicating the need for larger rudder or fin surface
for airplanes with wing flaps.

Flap oversting forgce.- The force required to operate
the Fowler flap at various epeeds is shown in figure 26.
The forces are well within the range of the physical capa-
bilities of the average pilot. The highest force recorded
was 10 pounds, which was obtained at a relatively high
speed and at maximum deflection. For normal operation
there is no need for exceeoding a force of 7 pounds, Aslde
from the small magnitude of the force reguired for full
deflection, it should be noted that for over one-half the
travel the force was such that the flap tended to increase
1ts deflection. The pilots rather liked the condition on
this airplane although they appreciated that, if the magni-
tude of the forces were greater, 1t might bse annoying not
to be certain as to which direction the force should be
applied when the flap was unlocked at partial deflection.

Miscellaneous remarks.- During the course of the
tests it was noted that the tail buffeting present with
all flaps previously tested on this airplanoe was greatly
lessened with the Fowler flap. This Tlap extended across
the center section, whereas the previous flaps had a 3~
foot cutout at this point. Apparently the slot between
the flap and the wing tends to reduce the turbulence in
the flap wake that strikes the tail at certain angles of
attack and is believed to be the cause of the buffeting,
All flaps on this airplane, including the Fowler, tend to
cause a certain amount of gencral instability aside fronm
the 1temg already noted. During straight flight in rela-

tively smooth air the airplanc may suddonly change attltude

g ]
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longitudinally or drop & wing., It tends to recover imme-
Aiately without oscillation, but the pilots consider the
Phenomenon annoying.

GONGLUSIONS

1. The minimum speed of the Fairchild &irplane was
reduced from 58.8 miles per hour with the Fowler flap re-
tracted to 44.4 milese per hour with it extendsd.

2. The take-~off run to an altitude of 50 feet was
decreased from 935 to a minimum of 700 feet by extending
the flap approximately five-sixths of its travel, three-
quarters of the reduction being accounted for in the
ground run.

3. The horizontal distance in landing from a height
of 50 feet and coming t¢ a stop was reduced approximately
one-third by use of the Fowler flap.

4, Both the directional and longitudinal control of
the airplane were adversely affected by the Fowler flap
in common with other types of flap previously tested on
this airplane, indicating that the tail surface require-
ments are more critical for airplanes with flapped than
unflapped wilngs,

5, The highest flap opsrating force recorded was 10
pounds at 79 miles per hour, The force decreased wilth
air speed to approximately 4 pounds for full deflection
at 52 miles per hour.

Langley Memorial Aeronautical lLaboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., May 27, 1936,
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TABLE I
CHARACTBRISTICS OF FAIRCHILD 22 AIRPLANE WITH FOWLER WING
Fing:
Area, 8 . . . . ;2. e ¢« s e » . « 132 sqg. ft.
Span, b . . « ¢ 4 0 0 00 e e o o Bl fH,
Chord of basic airfoil, ¢ . . . . ‘4 ft. 4 4in,
Mean geometric chord (used in
full-scale-wind-tunnel calcu-
lations of pltching-moment
cosefficients). . . « « « & .+ . 4,25 ft,
Aspect ratlio, « . . . < o o o . 7.27
Airfoil section . . o « « o « .« & N.A.C.A, 2415
Angle of wing setting . . « ¢ o 50
Dihedral. « « « o o o o o « o« « » O°
Fowler flap:
One sectlon extended between allerons:
Span, be. . « .« « . . . 22 ft. 1/2 in, (71 percent D)
Chord, Cp « + « o « « 15-1/2 in. (30 percent c)
Airfoll gection . . . « N.A.C.A. 2412
Fully deflscted position:

L. B. of flap in relation
to T. B. of wing. « « 2 in. below, 1/8 in., forward

Angle relative to
basic wing chord. . . 29°

Ailerons:

SPAn .« . « « ¢ o« « + o« o+ B3 ft. 8 in. (24 percent bv/2)
Chord, ¢, =« « « s« + « o 16 in. (29 percent c)
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Balance chord ¢« o« o « o o

Neutral setting (rel-
ative to wing chord). .

Deflection from neutral .

Stabiliger:
Area:
Original + o« ¢ o o ¢
After modification , .
SPEN « 2 ¢+ &« « e v s
Deflection (relative
to thrust axis). . . .
Elevator:

.A.I' ea - ] . . L] L] L . . L ]

Deflection (relative to
thrust axis)
Distance from L, B. of

wing to elevator hingse
Fin:
Area « ¢+ o ¢ o o e 4 e e
Rudder:

Area ® ¢ o e e e o @« o o

Deflection v o « o o o &

Weighing data:
Weight L] [ L] . . . . . .

Technical Note No.

578 18

4 in. (27 percent cg)

Up 8&°

Up 36° )
Down 21°

15.8 eq. ft.

27.0 sq. Tt.

10 £+,

Up 4.1°
Down 2.5°

10.4 sq. ft,

Up 28°
Down 279

14 ft, & in. or 3,36 S/b
£,

4,1 aq.

6.0 sg. £%,

" Right 20°

Left 20°

1,674 %o 1,600 1b.

’,
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c.g&. position (used as origin for full-scale-tunnel
pitching-moment coefficients):
Aft leading edge of wing . . . 14-1/2 in,
Below thrust axis. . . . . . . 5/8 in,
c.g. position (flight texts):
Aft leading edge of wing . . . 19-3/8 in.
Above thrust axis. » « « . o . 1-3/8 in,
Engine:
Four-cylinder inverted air-cooled Cirrus

Rated horsepowsr « , « o + « « ,» » 95 at 2,100 r.p.m.
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Figs. 1,3,4

.~Installation of Fowler wing on
Fairchild~33 airplane,
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~Fairohild 33 airplane with Fowler flap retracted.

a.

8,-Fairchild 23 airplane
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Fig. 10

0

Flap position, turn of crank.

Figure 10.- Variation of maximum lift-drag ratio and maximum 1ift
coefficient with crank position. Fairchild 22 airplane with 30-pereent
Fowler flap,propeller and horizontal tail surfaces removed.
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Fig. 20
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Figure 21.- Effect of Fowler flap on landing run of Fairchild 22 airplane.
Woight 1,580 1b. Normal operationwf wheel brakes. ’
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Figure 22.~ Landing run of Fairchild 22 airplane with standard wing.
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Figure 23.- Effect of Fowler flap on elevator angles and stick forces.
 Power-off. Stabilizer, full tail heavy.
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Pigure 24.- Effect of Fowler flap on rudder position for straight flight.
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Figure 25.~ Force required to operate Fowler flap.
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